




















Deck Tire

Foamed Rubber Tire

Tire

is imporTo nt.

OPTIONS
R

P OnlyorP/N5715

Replaces standard pneumatic deck tire for applications where puncture-resistance
The solid-rubber tread offers good wear characteristics ond has

© some sprnngmess " like a pneumatic tire for a smoother ride. P/N 5715-1
-3 for Tire and Wheel Assembly

1 Tire

IApplicationiNote]

* Mounts interchangeably on the same wheel as the

pneumatic tire

Drive Tire

Narrow Drive Tire Wide Drive Tire Low Profile Drive Tire

18x10.5-10 tire and wheel,
two each required, exira
wide tire with turf tread offers
improved flotation, traction

18x8.50-10 tire and wheel,
two each required, used to
upgrade Model MS with a 42"
deck installed. P/N 5075-1

18x7.0-8 tire and wheel, two
each required, used when a
36" mower deck or 36” snow
blower is installed on MB, MC,
MT or MD tractor. P/N 5033-6

MC, MD, MT and MW. Low-
Profile design minimizes rubber
sidewall flex for a more solid

feel. P/N 8075
IApplicationiNote! ApplicationiNote! ‘ApplicationiNotes

¢ Standard tire on Model MS ¢ Standard tire on Model

MB, MC and MW

¢ Use with 48" or larger deck

* 1/2” Wheel Spacer
(P/N 8070-31) Required

Rear Tire Opfions

Single Wide Tail Wheel R{HR[TEEINETIY

Toggle switch on Forward Speed Control actuates locking
solenoid on tail wheel pivot; locks the tail wheel pivot into
“straight ahead” position. This feature is especially useful when
working on slopes. The handling, traction and stability of the
mower are significantly increased by eliminating tail wheel pivot
on a side slope. Also, the tail wheel lock assists in making a
straight stripe mowing pattern on large areas—-only small steering
lever corrections are needed to make a nice straight stripe. the
lock'is easily engaged and disengaged with the toggle switch
and it'may be manually averridden by a hard pull on the steering
levers. For Model MD and MT only. P/N 8540
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Replaces standard  dual  tail
wheel tires on Model MD/MT, for
applications cutting high in soft
grass where the dual tire track is
objectionable. P/N 8049

‘ApplicationiNote
» Single Wide Tire slightly

ﬂ increases turning resistance

-~ »-,r

and hillside stability for Model *

&g

All-Terrain Drive Tire

1.0-10 tire and wheel,

18x1
two each required, aggressive
bi-directional, extra wide tread
offers best hillside traction and
handling for Model MC, MD,
MT and MW. P/N 8070-6

‘ApplicationiNote’s;
* Use with 48" or larger deck

¢ 1/2" Wheel Spacer
(P/N 8070-31) Required

Spread Axle Tail Wheels

Spread tail wheels to track behind
drive tires and offer a smoother
ride. P/N 4420-3 (MB), 7420-3
(MD/MT), 7420-8 (add’l parts for
MD), 7420-20 (wheel assembly)

ApplicationiNote!

* Reduces maneuverability
in tight spaces due to tail
wheel swinging out



Quick-Change Sulky Strut Kif

The convertible Sulky attaches to the Model MW walk- Installs o solid connection between

behind and allows the operator to switch from walking or five fractor anid asick; handles more Walk Behind

S e k like a conventional walk-behind and

riding in a few easy steps with no tools. The spread axle ipreves fraaisn on slopes, The

with dual cos’rer.wheels |s~posmonec.i comfortably behind tail wheel is removed and replaced O PTI O N S

the mower chassis for walking operation and extends to the , , . .

riding position using one wing nut. The operator footrest with o Kicksiand fn order 1o retain
9p e SR i ) the deck tilt-up function. P/N 9360

retracts when not in use and drops down providing a nice,

stable ride when in the riding position. ltem SA2500

Retractable
kickstand
replaces tail

ApplicationiNote;
*  Strut Kit not usable with Quick-Change Sulky

Decals

The Walker Mower logo decals
are available for professional
mowing companies to proudly

Touch-Up Paint

Keep your Walker looking its best with
genuine Walker paint.

Part No. Description display the brand of equipmgnt
5866 Yellow, 12 oz. Aerosol used. Decals are outdoor quality, EXTRAS
5867 Metallic Gray, 12 oz. Aerosol easily attached to vehicles, trailers,

' walls and windows. —

Videos
A properly trained operator starts with good training

materials. The 22-minute “How to Mow/How to
Maintain” DVD. is offered to supplement operating

instructions found in the owners’s manual. One copy
is furnished with each new mower, but an extra copy is
useful for additional training requirements. Includes

Spanish version. P/N 5899-4 WALKER?MOWERS

e T ——— e S e v T e Part No. Description
i a 5800-2 12” x 15” Walker Mower Vehicle Decal
a e r a r e b  5800-4 6" x 7.5” Walker Mower Vehicle Decal
c 5800-10 8" x 15" Walker Logo
\/Ta/l /N A\ DA UAAR MUV AN TWAMOAN A M ATl da A\ Lo A d 5800 4”x7—1/2”WoH<erLogo

Rﬁwf%ff SE?FEEEFEE‘?Wriiguiﬁﬁcﬁgﬁgiies . FREE Oversize Graphics & Truck Window Screens

available from Walker Ware. Request a catalog foday or  AASk your local dealer about Walker's oversize truck/trailer
visit www.walker-ware.com or Call 1-888-204-0048 graphics and truck window screens available at no cost. m




TRACTOR ATTACHMENTS
36" Snow Blower

Quick Change Implement Hitch
42" Snow Blower

13-1/2" Debris Blower

47" Rotary Broom

46" Dozer Blade

Loader Bucket
Chipper/Shredder

Perfaerator™

BedShaper®

Coulter Blade Edger

Operator Soft Cab

ITEM NO. MODEL MB MODEL MS
(SB36A) ¢ o °
(IH6620) °
(SB6670) ¢

(DB6680) ¢

(RB6650) ¢

(DB6660) ¢

(LB6690) ¢

(CS6120)

(PA6685)

(BS8630)

(EG7800)

(SC5661 or SC8660)

MODEL MC

o

MODEL MD

o

MODEL MT

(o]

® © o > o 0o o o o o

¢ Tail Weight recommended for this implement—see details under Tractor Options  © Requires change to Narrow Drive Tires (18 x 7.0-8)

A Use on 23-hp and higher
TRACTOR OPTIONS
TIRES MODEL MB MODEL MS
Narrow Drive Tire (18 x 7.0-8) . o
Wide Drive Tire (18 x 8.50-10) °
All-Terrain Drive Tire (18 x 11.00-10)
Low-Profile Drive Tire (18 x 10.50-10)
OPERATOR COMPARTMENT
Comfort Seat
Suspension Seat
Armrest
Headlights
Instrument Panel Cover
Speed-Up Kit
Cold Start Kit
DECK CONTROL
Mechanical Deck Lift (Not Compatible with Comfort Seat)
Power Deck Lift (Not Compatible with Comfort or Suspension Seats)
TAIL WHEEL
Single Wide Tail Wheel
Tail Wheel Lock
Spread Axe Tail Wheels
GRASS HANDLING
Hi-Dump® (7.0 & 9.5 Bushel Catchers)
Power Dump (7.0 & 9.5 Bushel Catchers)
6.7 or 7.0 Bushel Catcher Assembly

- Removable Dump Bins (2.5 Bushel Catcher)
GHS “No-Catch” Deflector
GHS Exhaust Screen w/ Large Holes (3/4")

o Standard on this Model

DECK ATTACHMENTS/
OPTIONS

MODEL MC MODEL MD MODEL MT

Printed in USA

DSD DGHS DSD DGHS DML  DGHS DSD DSD DSD DSD DSD
ITEM NO. 36 36 42 42 42A 48 48 52 56 62 74

40" Spring Tine Dethatcher (DT40) ° °
Boom Sprayer (SP6640) ° ° ° o
Foamed Rubber Deck Tire L °
Interchangeable Mulching Baffles

Curb Jumper Ramp

EZ Pin Puller L]

) Rear Sprayér Support, P/N BO37 A Standard on this Model

GE=EMIOWERS

5925 E Harmony Road ¢ Fort Collins, CO 80528 « (970) 221-5614
www.walkermowers.com

P/N 6895-17

O Requires two |




